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PPROTECTIONROTECTIONOFOF THETHE E ENVIRONNEMENTNVIRONNEMENT

ROADS

Kildare Bypass, Ireland - 220,000m
2

Ponds & ditches RN154, Chartres, France - 59,000m
2

Storm water ponds RN16, Porrentruy, Switzerland - 22,000m
2

Ponds & ditches A75 motorway, 
Séverac le Château, France - 31,000m

2

Ditches A20 motorway, France - 81,000m
2

Ditches A43 motorway, France - 27,000m
2

Ditches RN106, France - 26,000m
2

INDUSTRY

Mazinghem, France - 160,000m
2

Sugar refinery, Etrepagny, France - 63,000m
2

Sugar refinery, Eppeville, France - 86,000m
2

Sugar refinery, Erstein, France - 22,000m
2

MSW bottom ash stabilisation platform, 
Allones, France - 10,000m

2

Composting centre, Touban, France - 14,000m
2

Industrial park, Flers, France - 15,000m
2

RAILWAYS

Heuston station, Dublin, Ireland - 15,000m
2

Ballast protection BNSF Crawford, Nebraska, USA - 11,000m
2

Railway line modernisation, Epinal, France - 12,000m
2

Works under ballast, TGV Station North, 
Paris, France - 8800m

2

Works under ballast, Montrouge, France - 10,000m
2

LANDFILLS

Green waste site, Wicklow, Ireland - 20,000m
2

Gypsum waste site, Dunkirk, France - 160,000m
2

Domestic waste capping, Medoc, France - 70,000m
2

MPDA potash tip capping, Colmar, France - 32,000m
2

Radioactive waste storage capping, La Hague, France - 155,000m
2

Landfill, Nampont, France - 12,000m
2

HHYDRAULICSYDRAULICS

CANALS

Llangollen Canal, Wales - 5000m
2

" Trois Mares " river, La Réunion - 6500m
2

Nevers Canal, France - 6000m
2

Lancaster Canal, UK - 3500m
2

DAMS

La Galaube Dam, France - 25,000m
2

Ortolo Dam, France - 9000m
2

Baraqueville Dam, France - 12,000m
2

Mauriac Dam, France - 6000m
2

PONDS - DIKES

Ornamental Lake, Roscommon, Ireland - 5000m
2

Eurotunnel terminal pond, France - 155,000m
2

Ornamental Lake, Vert le Grand, France - 14,000m
2

Water storage, Col du Bayard, Gap, France - 25,000m
2

MORE THAN 10,000,000 M2 LAID IN 30 YEARS



COLETANCHE® is an industrially manufactur ed bituminous geomembrane that of fers a long

lasting, optimal r esponse to envir onmental pr otection and hydraulics issues.

Unique Performance
COLETANCHE® is based upon the combination of a non woven geotextile r einfor ced str uctur e

for mechanical r esistance and a specifically designed bituminous waterpr oof binder adapted

for use on all types of ter rain and in all envir onments.  It is r esistant to ageing and mechanical

impact and can be used under concr ete and other coatings.

Eliminating pollution fr om rainwater r un-of f:
protects underground water tables and streams through
waterproofing of ditches along roads and motorways.

Building in sensitive ar eas: 
minimises the impact of a construction project on the
natural surroundings.

Part of industrial pr ocesses: 
can be used to form storage ponds for various liquids
and bases for industrial composting sites.

Waste containment: 
used to protect industrial waste tips and to cover tips
and landfill and to contain low reactive nuclear waste.

SSERERVINGVING HHYDRAULICSYDRAULICS

Controlling water: 
used to waterproof dams and to upgrade upstream
facings on dams.

Storing water:
used to waterproof reservoirs, water storage ponds and
leisure activity lakes.

Transpor ting or using water:  
used to waterproof canals for drinking water, water
transport or simply for navigation.

GGROWINGROWINGSSUCCESSUCCESS

Developed thirty years ago, COLETANCHE®  has proved

its resistance over time and its suitability for use on

all types of support.  Since its launch this family of

membranes has undergone many technical

improvements and the range has been expanded and

enriched to respond fully to requirements including

the specific constraints of containing potentially risky

materials or acid environments.  To date more than

ten million square metres of COLETANCHE® have been

laid worldwide.

Technical data sheet

P R O D U C T T Y P E

Bituminous geomembrane.

S T R U C T U R E

COLETANCHE® comprises a non woven geotextile

and a specially designed bituminous binder.

C O M P A T I B I L I T Y

COLETANCHE® is compatible with most materials

and can therefore be laid on most types of support

with the minimum specific protection.

Q U A L I T Y

A strict quality assurance programme applied

during membrane manufacture and on-site

installation ensures maximum quality. Welded

seams can be checked with the ultrasonic CAC

equipment exclusive to COLETANCHE®.

A D V A N T A G E S

COLETANCHE® is suitable for all types of

application:

Fits the shape of the soil and dif ferential

settlement;

Recommended for under ground works;

Resistant to point loading;

Resistant to tearing;

Resistant to hydr ostatic pr essure;

Resistant to biological agents, micr obial

action, micr o-organisms and bacteria;

Resistant to aggr essive pr oducts;

Continuity of waterpr oofing with all types of

material, even those which ar e heat-applied;

Easily reparable, even under water;

High level of stability and durability over a

long period.

Two COLETANCHE® ranges to suit all uses:
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Thickness (mm)

CLASSIC RANGE ELASTOMERICRANGE

NTP 1 NTP 2 NTP 3 NTP4 ES1 ES 2 ES 3

3.5 4.0 4.8 5.6 3.5 4.0 4.8

Surface mass (kg/m2)
3.9 4.4 5.3 6.3 4.2 4.9 5.8

Standard width (m)
5.10 5.10

Length (m)
90 80 65 55 90 80 65

Type of binder
Oxidised bitumen Elastomeric bitumen

PR O D U C T DE S C R I P T I O N
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